
DATA SHEET

KS/T

Cable thermocouple with TC mini-connector

Measuring size: temperature

Output: Type J, K

Highlights: moisture sealed rolled, Protection sleeve: stainless steel,

TC-Mini-Connector

Description

The KS/T cable probe measures the temperature in the range of -50 up to +200°C in gasiform or liquid medium by the

thermo wire. The stainless steel sleeve is for protection like from splash water or mechanical impacts, is moisture

sealed rolled and can be mounted by an immersion sleeve, tension band or compression clamp.

Technical Specifications

Measurement range temp. -50...+200°C

Thermocouple type K (NiCr-Ni), type J (Fe-CuNi) according to DIN EN 60584, IEC 584

Accuracy class 1 (±1,5 K up to 375°C, else 0,004 * |t|)

Electrical connection TC-Mini-Connector

Cable 2 m silicone cable with TC Mini-Connector

Leakage resistance > 50MOhm, at +20°C (250V DC)

Material Protection sleeve: stainless steel VA 1.4571

Dimensions Protection sleeve: Ø 6 x 50 mm

Protection type IP65 (moisture sealed rolled)

Working temperature Probe: -50...+200°C, Plug: -50...+120°C

Installation immersion sleeve, mounting flange, compression fitting (not in scope of delivery)

Approvals CE, EAC, RoHS
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Variants

Article Number

Thermocouple Cable

KS/T-J/2

type J 2 m silicone

KS/T-K/2

type K 2 m silicone

Accessories

KV/E

Compression Clamp

ALK/E

Thermocouple compensating cable NiCr-Ni - silicone

ST/E

Connector

ZT/E

Immersion sleeve
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Dimensional Drawing
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